W RISKABLO C€

DECLARATION OF PERFORMANCE (DOP)
PERFORMANS BEYANI
DOP Nr / Beyan No : 240201

1. Identification Of The Product Type / Uriin Tipi : HO5V-K / HO5V-U / HO7V-K / HO7V-U
2. Intended Use / Kullanim Amaci :
Electrical cable for general application works subject to reaction to firerequirements
Genel uygulamalar icin yangina tepki ile ilgili tiiziiklere tabi olan kullanimlar igin elektrik kablosu
3. Manufacturer / Uretici:
AKIS KABLO SAN. TiC. LTD. STi.
BUYUK KAYACIK MAH. 4. ORGANIZE SANAYi BOLGESI 407. SOKAK NO:3
42060 SELCUKLU / KONYA / TURKIYE
TEL : + 90 332 239 14 68 FAKS : + 90 332 239 06 48
http://www.akiskablo.com__e-mail : bilgi@akiskablo.com

4. Authorized Representative / Yetkili Temsilci : -
5. Systems of assessment and verification of constancy of performance /

Performans belirleme degerlendirme ve dogrulama sistemleri

AVCP 3
6. Harmonized Standard / Harmonize Standartlar

EN 50575:2014 + A1 :2016, EN 60332-1-2
7. Notified Body / Onayli Kurulus :

1783 TURK STANDARTLARI ENSTITUSU
8. Declared Performance / Beyan Edilen Performans

Reaction to Fire : Eca

Dangerous substances : NPD (Performans Beyani Yoktur)

The performance of the product identified above is in conformity with the set of declared
performances. This declaration of performance is issued, in accordance with Regulation (EU) No
305/2011, under the sole responsibility of the manufacturer identified above.

Yukarida tanimlanan Uiriiniin performansi, belirtilen performans setine uygundur. Bu performans

beyani, 2011/305/AB yénetmeligine gbre yukarida belirtilen lreticinin sorumlulugundadir

. L Harmonized Thecnical
Essential Characteristics Performance PP
. . Spesification
Temel Ozellkikler Performans ) ; )
Harmonize Teknik Kriter
Reaction to fire E
Aleve Tepki EN 50575:2014+A1:2016
Dangerous substances None
Tehlikeli Maddeler Kapsam Disi
Testing Under Fire Conditions 540 < 325 <60 mm
Yangin Sartlari Altindaki Test 60 Sec. .
Test Date /Nb 20.05.2020 TS EN 60332-1-2:2008
Test Tarihi/ No 529218/05-20
Conductor Class / iletkgn Sinifi Class 5/ Sinif 5 TS EN 60228:2007
Cross Sections mm? lletken 0,.50/0.75/1.0/1.50 | Number Of Core / Damar Sayisi
Kesit mm? /2.50/4.0/6.0 MM2 1

Responsible Company Manager / Sorumlu Yetkili
Bekir GURBUZ / Konyal Tiirkiye 20.02.2024
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